
Prozyme Liquid Laundry

LAUNDRY CARE

Technical Data Sheet

PROZYME LIQUID LAUNDRY is a highly eff ecti ve laundry detergent that digests most types of stains. It contains a variety of 
enzymes that functi on at normal temperatures, as well as surfactants for removing most types of soils. It will ensure whiter 
whites and brighter colours

Reduces fi bre degradati on Digests grease, protein and starch  

Contains opti cal brighteners   Functi ons well on tough stains and in diffi  cult soil conditi ons  

Packaging size Packaging codes
18.9L 1201100-18.9 

TECHNICAL DATA
Appearance: slightly viscous liquid
Colour: blue
Foam:  moderate
Odour: citrus
pH: 8.5-9.5

APPLICATIONS

Concentrated laundry detergent · Contains enzymes

Commercial or domesti c laundry machines 



 Before usage, ensure employees read and understand the product labels and Safety Data Sheet. Directions for use can be 
found on the label and the TDS. Employees can find hazard warnings, precautionary statements and first aid procedures 
on the SDS sheets. SDS are available online at projectclean.com or by calling 1-800-663-9925. Improper use may result in 
damage or injury. 
 

STORAGE

SAFE HANDLING

Store in dry, cool, well-ventilated area. Store locked up. 

PROZYME LIQUID LAUNDRY is designed to be dispensed directly from the shipping container by your liquid laundry dispenser.  
 
Presoaking: 
Use 90 ml. PROZYME LIQUID LAUNDRY (3 oz) per 45 Litres (12 US gallons) of water.  Let fabric soak overnight. To remove difficult 
stains, use full strength, prior to washing. 
 
Tumbler Machines: 
Light soil: 60-120 ml PROZYME LIQUID LAUNDRY (2-4 oz.) per 100 lbs.(45 kg) of linen. 
Heavy soil: 120-240 ml PROZYME LIQUID LAUNDRY (4-8 oz) per 100 lbs. (45 kg) of linen. 
 
Agitator Machines: 
Light soil: 30 - 60 ml (1-2 oz) per load. 
Heavy soil: 60 - 120 ml (2-4 o) per load. 
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DIRECTIONS

Application:

Presoaking 		  90ml/45L 

Tumbler Machines: 	
Light soil 		  60-120ml / 45kg of linen
Heavy soil 		  120-240ml / 45kg of linen
 
Agitator Machines: 
Light soil 		  30-60ml/load
Heavy soil 		  60-120ml/load

 


