
Rough Rider II

INDUSTRIAL

Technical Data Sheet

ROUGH RIDER II is a heavy-duty cleaner and degreaser, formulated with biodegradable ingredients. ROUGH RIDER II 
contains butyl which can quickly dissolve and remove grease, oil, wax, carbon, ink and many other soils. It is also formulated 
with caustic and a blend of surfactants, which makes it great for multi-surface cleaning. However, ROUGH RIDER II might 
harm plastic or glass if allowed to sit too long/dry on the surface. 

Food Safe

Biodegradable ingredients

Concentrated Dissolves oil and grease

High foaming

Kosher certified

Packaging size Packaging codes
4 X 3.78L
18.9L

1401165-4cs
1401165-18.9

TECHNICAL DATA
Appearance: clear liquid
Colour: pink
Foam:  medium-high
Odour: lemon
pH: 12.5-13.5

APPLICATIONS
Machinery 
Industrial equipment 
Concrete floors  
Decks and driveways 
Canopies  
Oven and vents 

Heavy duty cleaner & degreaser ·  Multiple applications



Before usage, ensure employees read and understand the product labels and Safety Data Sheet. Directions for use can be 
found on the label and the TDS. Employees can find hazard warnings, precautionary statements and first aid procedures 
on the SDS sheets. SDS are available online at projectclean.com or by calling 1-800-663-9925. Improper use may result in 
damage or injury.

STORAGE

SAFE HANDLING

Store in a dry, cool, well-ventilated place.; Store in corrosive resistant container with a resistant inner liner. Keep only in 
original container. Store locked up.

Dilute ROUGH RIDER II with hot or cold water and apply solutions to the surface for 1-3 minutes. Heavy soils may require 
scrubbing. Wipe or rinse off. Do not allow to dry on surfaces. Repeat as needed.  
 
NOTE: Always spot test on a hidden area first where there is concern of color or surface change on painted, fabric or soft metal surfaces.  
 
Heavy Duty Cleaning: Dilute 100 ml of ROUGH RIDER II per litre of water (13 oz/gal) (1:10).  
Engine Degreasing: Dilute 200 ml of ROUGH RIDER II per litre of water (26 oz/gal) (1:5). 
Medium Duty Cleaning: Dilute 32 ml of ROUGH RIDER II per litre of water (4 oz/gal) (1:32).  
Light Duty Cleaning: Dilute 16 ml of ROUGH RIDER II per litre of water (2 oz/gal) (1:64).  
All Purpose Spray & Wipe Cleaning: Dilute 50 ml of ROUGH RIDER II per litre of water (6 oz/gal) (1:20). 
 
FOR USE IN FOOD PLANTS: All food should be removed or covered prior to use and food contact surfaces are to be 
thoroughly rinsed with potable water so there will be no contamination of food as a result of its use. 

Project Clean Inc., 12 James St N Suite 202, Hamilton ON L8R 2J9, Canada • 1-800-663-9925 • www.projectclean.com

DIRECTIONS

Application:
Heavy duty cleaning   1:10
Engine degreasing   1:5
Medium duty cleaning   1:32
Light duty cleaning   1:64
All purpose spray & wipe cleaning 1:20


